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BILL OF MATERIAL

Bar No. Size Length Shape
a14(E) 16 #6 6-6"
ai5(E) 28 #5 18-10" | ————
a6 (E) 28 #5 30°-6" m————
a7 (E) 28 #5 28-11" | ——
| ai8(E) | 28 #5 | 30-9" | ——
bio(E) | 221 #5 3-6" i
dio(E) 6 #4 5-9" L
di(E) 12 #5 4-1" \
d13(E) 6 #4 4-9" L
hi4(E) 8 #5 7-10" | ——
his(E) 8 #5 29-7" | ———
his (E) 8 #5 28-10" | ——
7 (E) 8 #5 | 30-10" | ————
uo(E) 214 #4 3-2" —
Item Unit Quantity
Concrete Removal Cu. Yd. 32.6
Concrete Superstructure Cu. Yd. 37.5
Relinforcement Bars,
Epoxy Coated Pound 5,590
Bar Splicers Each 72
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NOTES:

1) Halfched areas indicate concrete sections fo be removed.
Perimeters of concrete removal areas shall be saw cut
34" prior to the removal of the concrefe.

2.) *Existing reinforcement extending into the removal area
shall be cleaned, stralghtened and Incorporated Into
the new construction. Any reinforcement bars that
are damaged during concrete removal shall be replaced
with an approved bar splicer or anchorage system.
Cost shall be included with Concrefe Removal.

3.) For location of Section A-A, see Sheet BI3. For
location of Section B-B, see Sheet Bl4.
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